[Wa“"ll"] “Y” type strainers PN 16

Technical information

Tender specification:

Oventrop cast iron “Y” type strainer, both ends flanged, PN 16.
Fitted with stainless steel basket.

Body and cover made of cast iron. Stainless steel basket. Asbestos
free gasket.

Technical data:

Max. operating pressure pg: 16 bar (PN 16) B
Operating temperature t;: 0 °C up to 120 °C
Round flanges according to DIN EN 1092-2, PN 16
Application: -
The cast iron “Y” type strainers are installed in the supply and return
pipes of central heating and cooling systems with closed circuits.
They are designed for operation with non-aggressive, harmless
fluids (e. g. water or suitable water and glycol mixtures according
to VDI 2035/ONORM 5195). DN Mesh size L H kg
. 15 1.0 130 85 3
Material: , 20 1.0 150 90 7
Body and cover made of cast iron (EN-GJL-250 DIN EN 1561); 5 10 160 % 5
stainless steel basket. Asbestos free gasket. 3
32 1.0 180 105 7
Size kys value Item no. 40 1.5 200 120 8
DN 15 7 1122045 50 1.5 230 148 11
DN 20 10 1122046 65 1.5 290 193 16
DN 25 15 1122047 80 1.5 310 205 18
DN 32 21 1122048 100 1.5 350 245 27
DN 40 39 1122049 125 15 400 295 38
BN 30 60 1122050 150 15 480 325 47
DN 65 105 1122051 200 50 600 390 85
DN 80 140 1122052 .
DN 100 225 1122053 250 2 780 460 145
DN 125 340 1122054 300 2.0 850 500 200
DN 150 405 1122055 350 3.0 960 740 400
DN 200 715 1122056 400 3.0 1079 840 556
DN 250 1355 1122057 450 3.0 1168 910 627
DN 300 1890 1122058 500 3.0 1275 968 780
DN 350 2970 1122059
DN 400 4150 1122060 = 600. 3.0 1450 1160 1080
DN 450 5540 1122061 imensions
DN 500 6850 1122062
DN 600 9280 1122063 6
— 15 20 25 32 40 50 65 80 100 125 200 250 EQIOOQ —
F= 7 T T i T T s (W
< A ] ! : 9 o
L ra i / I 7 A 8 X,
é e 7 g il 7 i 7 a
<Dl- / / / l/ l/ i iZH“I / 6 a
5
] il . i T, 8
o / / || WA ViN/i o
o /1] [ VA 3 5
> / I / 7
a / / o
o 2 o
Z / /

OVENTROP GmbH & Co.KG
Paul-Oventrop-StraBe 1
D-59939 Olsberg, Germany
Phone  +49 (0)2962 82-0
Fax +49 (0)29 62 82-450
E-Mail mail@oventrop.de
Internet  www.oventrop.de
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For an overview of our global presence
visit www.oventrop.de.
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Product range 5
ti 122-EN/10/MW Flow rate V [I/s]

10 1

Subject to technical modification without notice.

Edition 2016 Flow chart

2016 Oventrop 1





